


Model Gea ratio

No-load Rated At Stall

Speed
rpm

Current
mA

Speed
rpm

Current
mA

Torque
g.cm

Torque
g.cm

Current
mA

1220WG-N20VA-D-42 42 381 30 333 85 71 235 700

1220WG-N20VA-D-118 118 136 30 119 85 142 472 700

1220WG-N20VA-D-236 236 68 30 59 85 283 944 700

1220WG-N20VA-D-302 302 53 30 46 85 362 1208 700

1220WG-N20VA-D-603 603 27 30 23 85 579 1929 700

1220WG-N20VA-D-1030 1030 16 30 14 85 989 3296 700

1220WG-N20VA-D Worm gear motor with Dual shaft, 12V DC, 1.02Watt



Model Gea ratio

No-load Rated At Stall

Speed
rpm
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mA
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g.cm
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Current
mA

1220WG-N20VA-D-42 42 190 20 143 60 22 73.5 350

1220WG-N20VA-D-118 118 68 20 51 60 62 206.5 350

1220WG-N20VA-D-236 236 34 20 25 60 124 413 350

1220WG-N20VA-D-302 302 26 20 20 60 159 528 350

1220WG-N20VA-D-603 603 13 20 10 60 317 1055 350

1220WG-N20VA-D-1030 1030 8 20 6 60 541 1802 350

1220WG-N20VA-D Worm gear motor with Dual shaft, 6V DC, 0.36Watt


