


Model Gear ratio
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4632WG-2430BL-40 40 150 0.12 112 0.6 1.5 2 6.4

4632WG-2430BL-65 65 90 0.12 70 0.6 2.4 2 10

4632WG-2430BL-90 90 66 0.12 50 0.6 3 2 13

4632WG-2430BL-150 150 40 0.12 30 0.6 5.6 2 23

4632WG-2430BL-200 200 30 0.12 22 0.6 7.4 2 30

4632WG-2430BL-260 260 23 0.12 17 0.6 10 2 40

4632WG-2430BL-340 340 18 0.12 13 0.6 12 2 52

4632WG-2430BL-448 448 13 0.12 10 0.6 14 2 61

4632WG-2430BL-600 600 10 0.12 7 0.6 19 2 81

4632WG-2430BL-1000 1000 6 0.12 4 0.6 25 2 136

4632WG-2430BL-1800 1800 3 0.12 2.5 0.6 25 2 136

4632WG-2430BL-3000 3000 2 0.12 1.5 0.6 25 2 136

4632WG-2430BL Worm gear motor , 12V DC, 7.2 watt
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4632WG-2430BL-40 40 150 0.06 112 0.3 1.5 1 6.4

4632WG-2430BL-65 65 90 0.06 70 0.3 2.4 1 10

4632WG-2430BL-90 90 66 0.06 50 0.3 3 1 13

4632WG-2430BL-150 150 40 0.06 30 0.3 5.6 1 23

4632WG-2430BL-200 200 30 0.06 22 0.3 7.4 1 30

4632WG-2430BL-260 260 23 0.06 17 0.3 10 1 40

4632WG-2430BL-340 340 18 0.06 13 0.3 12 1 52

4632WG-2430BL-448 448 13 0.06 10 0.3 14 1 61

4632WG-2430BL-600 600 10 0.06 7 0.3 19 1 81

4632WG-2430BL-1000 1000 6 0.06 4 0.3 25 1 136

4632WG-2430BL-1800 1800 3 0.06 2.5 0.3 25 1 136

4632WG-2430BL-3000 3000 2 0.06 1.5 0.3 25 1 136

4632WG-2430BL Worm gear motor , 24V DC, 7.2 watt


