


Model

L No-load Rated At Stall

mm Speed
rpm

Current
mA

Speed
rpm

Current
A

Torque
Kg.cm

Power
W

Torque
Kg.cm

Current
A

25SG-310-4.4 17 900 45 700 0.1 0.03 0.2 0.1 0.4

25SG-310-9.6 17 400 45 300 0.1 0.06 0.2 0.2 0.4

25SG-310-21.3 19 180 45 140 0.1 0.15 0.2 0.5 0.4

25SG-310-35 21 110 45 80 0.1 0.25 0.2 0.8 0.4

25SG-310-45 21 85 45 65 0.1 0.3 0.2 1 0.4

25SG-310-78 23 50 45 38 0.1 0.5 0.2 1.9 0.4

25SG-310-103 23 39 45 30 0.1 0.7 0.2 2.5 0.4

25SG-310-171 25 23 45 17 0.1 1.2 0.2 4 0.4

25SG-310-226 25 17 45 13 0.1 1.5 0.2 5.3 0.4

25SG-310-377 27 10 45 7 0.1 2.6 0.2 9 0.4

25SG-310-500 27 8 45 6 0.1 3.5 0.2 12 0.4

25SG-310 series, 6V



Model

L No-load Rated At Stall

mm Speed
rpm

Current
mA

Speed
rpm

Current
A

Torque
Kg.cm

Power
W

Torque
Kg.cm

Current
A

25SG-310-4.4 17 1800 90 1400 0.2 0.06 0.9 0.2 0.7

25SG-310-9.6 17 830 90 640 0.2 0.13 0.9 0.5 0.7

25SG-310-21.3 19 375 90 290 0.2 0.3 0.9 1 0.7

25SG-310-35 21 220 90 170 0.2 0.5 0.9 1.7 0.7

25SG-310-45 21 177 90 135 0.2 0.6 0.9 2.1 0.7

25SG-310-78 23 100 90 75 0.2 1 0.9 3.7 0.7

25SG-310-103 23 77 90 60 0.2 1.4 0.9 4.9 0.7

25SG-310-171 25 46 90 35 0.2 2.4 0.9 8 0.7

25SG-310-226 25 35 90 27 0.2 3.2 0.9 10.7 0.7

25SG-310-377 27 21 90 16 0.2 5.2 0.9 18 0.7

25SG-310-500 27 16 90 12 0.2 7 0.9 20 0.7

25SG-310 series, 12V


